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6.02.10 
 
Aggregate Approaches 
 
It is the practice of the Department to 
construct an HMA surface on all existing 
gravel approaches to the trunkline (see 
Section 12.02.03).  The purpose is primarily to 
keep loose gravel off the through pavement. 
 
6.02.11 (revised 11-28-2011) 
 
Aggregate Additives 
 
A. General 
 
Calcium chloride and water used to facilitate 
shaping and compaction are not paid for 
separately, but are included in other contract 
items. 
 
B. Dust Palliative Pay Item  
 
Calcium chloride used as a dust palliative, as 
when maintaining traffic, should be estimated 
at the rate of 7.5 tons per mile of two-lane 
width (or two-shoulder width).  The pay item is 
"Dust Palliative, Applied." 

6.02.12 (revised 5-28-2013) 
 
Sand Lift (Grade Lift) 
 
Sometimes, rather than surfacing a road 
surface or removing it for replacement, a sand 
lift is used above the old pavement.  Use of 
this method of construction has declined as 
recycling techniques have been improved 
thereby increasing the value of old pavement 
surfaces. A sand and gravel cushion of less 
than 18 inches should not be used, because 
there is evidence that reflective cracking is not 
significantly prevented in a flexible pavement.  
Experience has also shown that when a 
gravel lift is compacted, the percentage of 
fines increases, resulting in a dense-graded 
mixture which tends to trap water.   An HMA 
base course should be used instead.  An 
added advantage to using an HMA base 
course is the ease of maintaining traffic during 
construction. 
 
When a sand lift is used and a transition is 
necessary to meet the existing pavement 
surface, the transition should be as illustrated 
below. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAND LIFT TRANSITION OVER OLD PAVEMENT 
To be used when old pavement is not removed. 

 
 
 

 




